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Abstract. The University of Rochester infrared detector group is working together with Teledyne Imaging
Sensors to develop mercury cadmium telluride (HgCdTe) 15 μm cutoff wavelength detector arrays for future
space missions. To reach the 15-μm cutoff goal, we took an intermediate step by developing four ∼13-μm cutoff
wavelength arrays to identify any unforeseen effects related to increasing the cutoff wavelength from the
extensively characterized 10-μm cutoff wavelength detector arrays developed for the NEOCam mission. The
characterization of the ∼13-μm cutoff wavelength HgCdTe arrays at the University of Rochester allowed us to
determine the key dark current mechanisms that limit the performance of these HgCdTe detector arrays at
different temperatures and biases when the cutoff wavelength is increased. We present initial dark current and
well depth measurements of a 15-μm cutoff array that shows dark current values two orders of magnitude smaller
at large reverse bias than would be expected from our previous best structures. © The Authors. Published by SPIE under a
Creative Commons Attribution 4.0 Unported License. Distribution or reproduction of this work in whole or in part requires full attribution of the original
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1 Introduction
The University of Rochester infrared detector group is working
together with Teledyne Imaging Sensors (TIS) to develop mer-
cury cadmium telluride (HgCdTe) 15-μm cutoff wavelength
detector arrays for future space missions. The target cutoff
wavelength goal of 15 μm for this project was chosen to dem-
onstrate the performance of HgCdTe detector arrays as a viable
option for future missions aimed at studying the atmospheres of
exoplanets. Future missions developed to study exoplanets
would benefit from these detector arrays because solar systems
with planets (or forming planets) can be detected with far better
contrast at infrared rather than visible wavelengths. This tech-
nology would also enable the detection of CO2 at 15 μm, a sig-
nature indicative of a terrestrial planet in the habitable zone.1

Efforts in the development and improvement of HgCdTe
detector arrays with cutoff wavelengths longer than ∼5.4 μm
have been carried out by the University of Rochester infrared
detector team since 1992.2–6 The first deliveries of HgCdTe sin-
gle-photodiodes2 to UR by Rockwell with cutoff wavelength of
10.6 μm (at a temperature of 40 K) had dark currents >103 e−∕s
at temperatures between 20 and 40 K with a reverse bias of
20 mV.

By 2003, early large format arrays had 512 × 512 pixels.
Two of these first large format arrays with cutoff wavelengths
of 9.3 and 10.3 μm6 showed low dark current but could not sup-
port a large reverse bias, which limited the well depth of these
devices. Three other arrays with cutoff wavelengths ranging
from 8.4 to 9.1 μm showed dark currents below 30 e−∕s and
well depths of at least 40 mVat a temperature of ∼30 K for more
than 70% of pixels.5 Even with these limitations, the devices

showed promise as they were operable at a temperature of
30 K. The latest ∼10 μm HgCdTe cutoff wavelength devices
developed for the proposed NEOCam mission have 2048 ×
2048 pixel format, and 98.9% of pixels have shown to have dark
currents <200 e−∕s and well depths >44;000 e− with an applied
reverse bias of 250 mV at a temperature of 40 K7 (median dark
current and well depth of 0.3 e−∕s and 65;000 e−, respectively).
Increasing the cutoff wavelength of these devices has proven to
not be a trivial process, and the lessons learned from each iter-
ation of the LW10 devices have led to the improvement of these
devices.

The first step of this project to extend the cutoff wavelength
to 15 μm (LW15 arrays) was to develop HgCdTe detector arrays
with a cutoff wavelength of ∼13 μm (LW13 arrays) with differ-
ent array designs to mitigate dark currents, namely the expected
increase in tunneling currents due to the decrease in bandgap
energy relative to the LW10 devices. This step was crucial to
identifying the best array design from TIS that would best guar-
antee the success of further increasing the cutoff wavelength
to 15 μm.

1.1 LW13 Phase Summary

TIS delivered four 1024 × 1024 pixel detector arrays to the
University of Rochester Infrared Detector group for characteriza-
tion. Hawaii-1RG (H1RG) multiplexers8–10 were chosen for the
entire project because of the low power dissipation, ideal for pas-
sively cooled space missions, in addition to the small spread in the
zero-bias point compared to other muxes. All four detector arrays
had cutoff wavelengths ranging from 12.4 to 12.8 μm, measured
at a temperature of 30 K. Two of the arrays (H1RG-18367 and
18508) had the same design as the LW10 detector arrays designed
for the proposed NEOCam mission7,11,12 extrapolated to longer
wavelengths by decreasing the mole fraction of cadmium to
mercury in the HgCdTe alloy,13 while the other two arrays
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(H1RG-18369 and 18509) had two different TIS proprietary
designs with the goal of mitigating quantum tunneling dark
currents.5,14–16

The median dark current per pixel for three of the four arrays
was below 1 e−∕s at a temperature of 28 K and 150 mV of
applied reverse bias, with a median well depth of ∼43 ke−. We
were able to show that the dark current is dominated by G-R17

and diffusion18 as the operating temperature is increased, while
increasing the bias (for larger well depth) increases quantum
tunneling dark currents exponentially. The theory of these dark
current mechanisms will be discussed in Sec. 3.

LW13 array H1RG-18509, designed to mitigate the effects of
quantum tunneling dark currents, had the best dark current and
well depth performance at larger applied reverse biases. At a
temperature of 28 K and applied bias of 350 mV, 86% of the
pixels had dark currents below 10 e−∕s and well depth of at least
75 ke− (median dark current and well depth of 1.8 e−∕s and
81 ke−, respectively). The other three LW13 arrays H1RG-
18367, 18369, and 18508 had median dark currents of about
379, 730, and 780 e−∕s, respectively, at 28 K and applied bias
of 350 mV, where the dark current at this bias is dominated by
band-to-band or trap-to-band (defect assisted) tunneling.19

An increase in band-to-band and defect assisted tunneling
current was expected array-wide as the cutoff wavelength is
increased to a target of 15 μm due to the smaller band-gap.
The effect of trap-to-band is less predictable than band-to-band
tunneling since it is dependent on the defect/dislocation density
of individual pixels (see Sec. 3).

The characterization results from the LW13 arrays suggest that
a similar array design used for H1RG-18509 would be the best
approach for the final phase of the project to extend the cutoff
wavelength to 15 μm to reduce quantum tunneling dark currents.

1.2 LW15 Arrays

Our group has received three detector arrays (H1RG-20302,
H1RG-20303, and H1RG-20304) for the final phase of the
project from TIS. Table 1 includes the quantum efficiency (QE)
and cutoff wavelength measurements provided by TIS for the
three LW15 arrays at a temperature of 30 K from process evalu-
ation chips (PECs). The PECs were grown and processed at the
same time as the megapixel arrays. Thus far, we have tested one
of the three arrays, H1RG-20303, and the preliminary calibra-
tion and characterization of the dark current are presented here.

2 Data Acquisition
To characterize the performance of H1RG-20303, dark current
and well depth measurements were obtained per pixel at stable

temperatures ranging from 23 to 30 K with applied reverse bias
of 50, 150, 250, and 350 mV. In addition to the stable temper-
ature dark current, we measured the dark current with slowly
increasing temperature starting at 25 K up to a temperature
of 37 K with an applied bias of 150 mV to fit dark current mod-
els to our data. The lower limit on the operating temperature of
23 K was to minimize the dark current due to thermal processes
as much as possible. At 23 K, as will be shown in Sec. 5, tun-
neling currents have a significant contribution to the total dark
current and will not continue to decrease with decreasing tem-
perature. In addition, the H1RG multiplexer is designed to oper-
ate between 30 and 300 K,10 where the read out noise in the
multiplexer can increase with decreasing temperature due to
freeze outs.20

2.1 Dark Current and Well Depth

The dark current is measured by taking 200 nondestructive sam-
ples-up-the-ramp (SUTR)21–23 in the dark with an integration
time of 5.8 s between samples, where the dark current per pixel
that we present here corresponds to the slope at the beginning of
the signal versus time curve (see Fig. 5).

Following the reset of the array, a redistribution of charge due
to the capacitive coupling to the reset FET can add 0 to 75 mV to
the applied reverse bias.5,19,24 The initial dark current can change
considerably with respect to the detector bias on each individual
pixel at the beginning of the integration ramp: we therefore
measure the zero bias saturation level on the same ramp used to
measure the dark current without resetting the array between
measurements, allowing us to obtain the actual detector bias.
The well depth is given by the detector bias for the first sample.

2.2 Dark Current Versus Bias

The data set taken to determine the initial dark current and well
depth also allows us to determine the dark current and detector
bias per pixel at any time in the dark integration ramp as pixels
debias. The dark current versus bias (I − V) curve is given by
the slope of the SUTR data versus the detector bias voltage
(e.g., Fig. 5).

2.3 Dark Current Versus Temperature

The I − V and dark current versus temperature (I − T) curves
are used to compare the dark current behavior observed in this
array with the theory of several dark current mechanisms such as
diffusion, G-R, band-to-band, and trap-to-band tunneling.

The I − T curve is composed of the initial dark current mea-
sured at stable temperatures from 23 to 30 K and dark current
measured at varying temperatures when the liquid helium cryo-
gen is exhausted. Dark exposures were continuously taken to
measure the dark current as the temperature increased.

3 Dark Current Theory
The four main mechanisms of dark current that have been iden-
tified in the LW10, LW13, and now LW15 devices are diffusion,
G-R, band-to-band quantum tunneling, and trap-to-band quan-
tum tunneling dark currents. Diffusion and G-R are thermally
generated dark currents, where diffusion dark currents are gen-
erated by electrons in the valence band gaining enough thermal
energy to transition to the conduction band in the bulk of the
material, while G-R dark currents occur in the depletion region

Table 1 Cutoff wavelength and QEmeasurements for all three LW15
arrays were provided by TIS at a temperature of 30 K with an applied
reverse bias of 100 mV. These arrays do not have antireflective coat-
ing. The PEC QE measurements without antireflective coating are
above the theoretical value (78%) but are within experimental meas-
urement error.

Detector H1RG- Wafer Cutoff wavelength (μm) QE (6 to 12 μm)

20302 3995 16.7 81%

20303 3994 15.5 83%

20304 4018 15.2 80%
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as electrons transition from the valence to the conduction band
via traps with energies that lie within the bandgap.

Under the assumption that the diffusion length of minority
carriers in the bulk of the material is larger than the thickness
of this array, the diffusion current is given as18

EQ-TARGET;temp:intralink-;e001;63;697Idif ¼ A
n2i d
Ndτh

�
exp

�
qVdetector bias

kbT

�
− 1

�
; (1)

where A is the diode junction area, d is the thickness of the
n-type region, Nd is the doping density, τh is the minority carrier
(hole in the n-type region) lifetime, kb is Boltzmann’s constant,
T is the temperature, Vdetector bias is the detector reverse bias
across the diode, and ni is the intrinsic carrier concentration
given as13

EQ-TARGET;temp:intralink-;e002;63;586

ni ¼ ð5.585 − 3.820xþ 1.753 × 10−3T − 1.364 × 10−3xTÞ

×
�
1014E3∕4

g T3∕2 exp

�
−

Eg

2kbT

��
; (2)

where x is the cadmium mole fraction and Eg is the band gap
energy (in eV) for HgCdTe given as13

EQ-TARGET;temp:intralink-;e003;63;501

Egðx; TÞ ¼ −0.302þ 1.93x − 0.81x2 þ 0.832x3 þ 5.35

× 10−4Tð1 − 2xÞ: (3)

The dependence on the square of the intrinsic carrier concen-
tration makes diffusion dark currents a strong function of
temperature.

G-R current is derived by Sah et al.17 and given as

EQ-TARGET;temp:intralink-;e004;63;407IG−R ¼ niWDA
τGR

2
64sinh

�
−qVdetector bias

2kT

�
qðVbi−Vdetector biasÞ

2kT

3
75fðbÞ; (4)

EQ-TARGET;temp:intralink-;e005;63;334fðbÞ ¼
Z

∞

0

dz
z2 þ 2bzþ 1

; (5)

EQ-TARGET;temp:intralink-;e006;63;301b ¼ exp

�
−qVdetector bias

2kT

�
cosh

�
Ei − Etgr

kT

�
: (6)

Etgr is the trap energy level position with respect to the
valence band that contributes the most to the G-R current, Ei
is the intrinsic Fermi level (Eg∕2), τGR is the depletion region
lifetime for holes and electrons, and WD is the depletion region
width.2 The weaker temperature dependence of G-R relative to
diffusion means that at lower temperatures this dark current
component can be considerably larger than diffusion. Both of
these thermally generated dark currents are a weak function
of bias in the regime where the arrays are characterized in our
lab (>25 mV of reverse bias).

Tunneling currents are generated by the tunneling of elec-
trons in the depletion region from the valence band to empty
states in the conduction band directly (band-to-band) or indi-
rectly via trap states in the bandgap (trap-to-band). The distance
Δz that the electrons have to tunnel through for a triangular
barrier is16 Δz ¼ Eg∕qE, where Eg is the band gap energy,
q is the charge of an electron, and E is the electric field
ð∝ ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

Eg − qVdetector bias

p Þ. Both tunneling currents are functions
of the cutoff wavelength and bias, where increasing the cutoff

wavelength (decreasing bandgap energy) and/or increasing the
reverse bias will increase the tunneling probability by decreas-
ing the distance that electrons need to tunnel. For a triangular
barrier, both tunneling dark currents are given as14–16

EQ-TARGET;temp:intralink-;e007;326;708

Iband-to-band

¼−
q2AEVdetector bias

4π2ℏ2

ffiffiffiffiffiffiffiffiffiffiffi
2meff

Eg

s
exp

 
−
4
ffiffiffiffiffiffiffiffiffiffiffi
2meff

p
E3∕2
g

3qℏE

!
; (7)

EQ-TARGET;temp:intralink-;e008;326;629

Itrap-to-band

¼ π2qmeffAVdetector biasM2nt
h3ðEg−EtÞ

exp

�
−
4
ffiffiffiffiffiffiffiffiffiffiffi
2meff

p ðEg−EtÞ3∕2
3qℏE

�
;

(8)

meff is the effective mass of the minority carrier, M is the mass
matrix, Et is the energy of the trap level with respect to the
valence band, nt is the trap density in the depletion region at
Et, and E is the electric field across the depletion region given
as18

EQ-TARGET;temp:intralink-;e009;326;514E ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
2NdðEg − qVdetector biasÞ

ϵϵ0

s
: (9)

Data from the LW102,5,6 and the LW1319 devices have shown
that a single trap density is not sufficient to model trap-to-band
tunneling. Pixels that exhibit trap-to-band tunneling in those
devices may show a soft breakdown in the I-V curves, followed
by the onset of trap-to-band tunneling. Similar behavior has been
observed by other authors in 4H-SiC25,26 and silicon27 diodes
caused by screw dislocations and stacking faults, respectively.
The soft breakdown is caused by traps that become electrically
active at a certain “threshold voltage.” The soft breakdowns
shown in Refs. 25 and 27 were not uniform and showed no
correlation between the onset of the soft breakdown, and the trap
density since the traps associated with dislocations may have
different threshold voltages at which they become electrically
active.

Bacon5 introduced a variable trap density to parametrically fit
the soft breakdown and is given as

EQ-TARGET;temp:intralink-;e010;326;286nt ¼ nti þ
ntd

1þ exp
h
γqðVaþVdetector biasÞ

kT

i ; (10)

where nti is an initial active trap density, ntd is the trap density
due to activated dislocations at a voltage Va, and γ determines
the rate at which the soft breakdown causes the current to
increase before reaching the current expected from trap-to-band
tunneling.

4 Calibration
The first step in calibrating the data is to measure the source-
follower FET gain in the multiplexer to convert between the
output- and input-referred signals. To do so, the reset switch is
kept closed to vary the reset (input) voltage, while measuring
the output voltage. The resulting gain had a value of 0.89.

Next, the nodal capacitance was measured using the σ2 ver-
sus signal method.28 This method takes advantage of the Poisson
statistics nature of photons, where the noise in the incident
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photons (shot noise) for a given pixel is
ffiffiffi
S

p
, where S is the num-

ber of collected charges by a given pixel. If the array is operated
in a regime in which the dominant component in the noise is the
shot noise (i.e., photodiode signal is photon flux limited), using
Poisson statistics, the total noise squared of the signal is

EQ-TARGET;temp:intralink-;e011;63;697σ2S ¼ S: (11)

The output signal is not the number of charges collected in
the p-type implant, but the voltage at the integrating node (Vout)
due to the collected charges. To convert the signal and noise due
to the collected charges and the output voltage across a single
pixel, the following relations are used:

EQ-TARGET;temp:intralink-;e012;63;610Vout ¼
Sq
C

; (12)

EQ-TARGET;temp:intralink-;e013;63;558σVout
¼ σSq

C
; (13)

where q is the elementary charge and C is the pixel capacitance.
Combining the above relations with Eq. (11), the pixel capaci-
tance is given as

EQ-TARGET;temp:intralink-;e014;63;507C ¼ qVout

σ2Vout

: (14)

Figure 1 shows the noise squared versus signal in analog-to-
digital units (ADU), which can be converted to volts by dividing
the 5 V range of the 16 bit A/D converter by 216 ADUs and the
gain from our array controller electronics. The inverse of the
slope is then used to calculate the capacitance per pixel. Figure 2
shows the distribution of nodal capacitance per pixel at each of
the four applied biases. The apparent spread in capacitance is
mostly due to uncertainties in this method. The pixel capaci-
tance using this method is overestimated, namely due to the
interpixel capacitance (IPC) effect, which can capacitively cou-
ple the signal between nearest-neighboring pixels. Moore et al.
showed that this process will appear to add signal to a pixel,
without adding noise.29 The overestimation of the capacitance
was shown explicitly in Ref. 30 by measuring the nodal

capacitance of CMOS arrays using the signal versus noise
squared method and by a different direct measurement tech-
nique, where correcting for IPC can reduce the overestimation
of the capacitance.

The capacitance values shown in Figs. 1 and 2 are not yet
corrected for IPC. The nearest neighbor method29 was used
to determine the IPC, where pixels with very high dark current
were used to determine the coupling parameter α. The nodal
capacitance is then corrected by a factor of 1 − 8α. The alpha
parameter determined for this array is 0.9%, where the IPC-
corrected median nodal capacitance is 44, 37, 36, and 35 fF
for applied biases of 50, 150, 250, and 350 mV, respectively.
The corrected nodal capacitance is used to determine the
conversion between measured voltages and electrons.

5 Results
H1RG-20303 was designed to reduce quantum tunneling dark
currents; it has a cutoff wavelength of 15.5 μm and QE of 83%
between ∼6 and 12 μm before antireflective coating.

Table 2 shows the median dark current and well depth for
H1RG-20303 at all tested temperatures (23 to 30 K) and applied
biases (50 to 350 mV). Figure 3 shows the dark current versus
well depth distribution per pixel at a temperature of 23 K and an
applied bias of 50 mV. This distribution is used to identify pixels
that have large initial dark current and/or low well depth as inop-
erable. The pixels below and to the right of the dashed lines are
considered to be operable pixels since they have relatively low
dark currents (below our fiducial requirement of 200 e−∕s based
on the NEOCam requirements for their LW10 arrays) and suf-
ficient well depth (arbitrarily chosen to include the majority of
pixels). Low well depth and low dark currents are indicators that
those pixels have very large dark currents and have debiased
appreciably between the reset and the first time the pixel is
addressed.

Figure 4 shows the operability map of the array at 23 K and
50 mV of applied bias, where the black pixels (inoperable)
denote those that have dark currents above 200 e−∕s, well
depths below ∼14 ke−, or both. A collection of inoperable pixels
forms a cross-hatching pattern in Fig. 4 lying along directions
parallel to the set of three cross-hatching lines that are formed
by the lattice mismatch between HgCdTe and the CdZnTe

Fig. 1 Noise squared versus signal plot for a pixel in H1RG-20303 at
a temperature of 25 K and 50 mV of applied bias, where the slope of
the fitted line corresponds to the conversion factor between ADUs and
e−. The capacitance calculated here is not yet corrected for IPC.

Fig. 2 Capacitance per pixel distribution for H1RG-20303 at a tem-
perature of 25 K and at all tested applied biases. These capacitances
have not yet been corrected for IPC.
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substrate.31,32 This cross-hatching pattern was also observed in
all four LW13 arrays.

The FFT of the operability map (lower right corner in Fig. 4)
shows the cross-hatching pattern rotated by 90 deg as a set of
parallel lines in three distinct directions. The prominent vertical
line in the FFT corresponds to the horizontal cross-hatching pat-
tern seen in this operability image. The large number of bad pix-
els at the top of the array indicates an issue with the HgCdTe
growth in that region. The vertical line of inoperable pixels in the
operability map may be due to an issue with the multiplexer: it
corresponds to the faint horizontal line in the FFT and is not
relevant to our detector evaluation. The Hough transform was
applied to the FFT of the operability map to estimate the angles
of the cross-hatching pattern, which are consistent with those
found by other authors.31,32 The angle between the lines parallel
to the two diagonal cross-hatching pattern is 44.5 deg, corre-
sponding to the ½231� and ½213� directions in the crystal lattice.
The third cross-hatching pattern is parallel to the ½011� direction
and is rotated clockwise from the horizontal axis by 0.5 deg.

6 Dark Current Model
Figure 5 shows the discharge history for one pixel at a temper-
ature of 23 K and all four applied biases in the dark. As men-
tioned in Sec. 3, quantum tunneling dark currents are a strong
function of bias, where this effect can be seen in the large slope

increase at the beginning of the dark signal versus time curve
when the applied bias is increased from 150 to 250 mVand con-
tinues to increase at higher biases. To determine the mechanisms
of dark current that are present/dominate as the diodes debias,
the models presented in Sec. 3 are fitted to dark current data as
functions of temperature and bias.

The first step in fitting the dark current mechanism models is
to estimate the band-to-band tunneling. Both tunneling currents
vary exponentially with the band gap energy and the electric

field in the junction, E3∕2
g ∕E ≡ β, where this is the only param-

eter to fit for band-to-band tunneling. Once band-to-band tun-
neling has been estimated, diffusion and G-R currents are fitted
to the higher temperature dark current data, which is expected to
be dominated by these thermally generated dark currents. The
minority carrier lifetimes for diffusion and G-R are optimized to
fit both of these dark current components simultaneously (τh and
τGR, respectively), in addition to the trap energy (Etgr ) that con-
tributes the most to G-R. If the fitted band-to-band tunneling,
diffusion, and G-R do not compensate for all of the dark current
behavior over the entire I-T and I-V curves, then a light leak and
trap-to-band tunneling current are fitted. The light leak is fitted
as a constant current, while the trap energy and density (Et and
nt, respectively) are optimized to fit trap-to-band tunneling.

H1RG-20303 appears to have a trap-to-band tunneling con-
tribution at the largest applied bias of 350 mV, where only three
to five data points at the largest bias would follow band-to-band
tunneling current trend exclusively. With an applied bias of
350 mV, band-to-band tunneling current is large enough to
debias the array to a median of 306 mV between the reset and
the first time the array is read out. To get an accurate estimate of
β, dark current and well depth data were taken with 400 mVof
applied bias at 23 K with an integration time of 167 ms (to
reduce the time between reset and the first frame, thereby reduc-
ing the amount the array debiases), addressing only the 32 rows
that were used to take warm-up data. This 400-mV dark SUTR
data provided several more points that followed the trend of
band-to-band tunneling.

Figure 6 shows the analysis of the dark current at different
biases and temperatures for the pixel shown in Fig. 5. At biases
greater than about 250 mV, the dark current for the pixel shown
in Fig. 6 is dominated by band-to-band tunneling, while at
lower biases and low temperatures, a combination of G-R,
defect-assisted tunneling currents, and a small light leak are the
dominant dark current components. At the higher temperatures
(up to 37 K), dark current from G-R appears to dominate. The
optimized light leak and dark current parameters to fit the data
are shown in Table 3.

Similar to the LW13 devices, to show the uniformity of band-
to-band tunneling in H1RG-20303, the parameter β was fitted to
operable pixels (to avoid larger trap-to-band tunneling contribu-
tions at larger biases) in the central 32 × 400 pixel region of the
array (10,700 pixels). Figure 7 shows dark current data for 36
randomly selected operable pixels from the region where β was
estimated. The boundary of the shaded region in the I-V curve
corresponds to the band-to-band tunneling calculated from the β
value � two standard deviations from the mean of the fitted β
parameter distribution. The cyan data points correspond to the
median initial dark current of the 36 pixels, where the error bars
correspond to one standard deviation from the mean, while the
warm-up data are also the median of the 36 pixels. The dark
current model was fitted to the median values on both the
I-T and I-V curves, where the same general behavior was

Table 2 Median dark current and well depth with different applied
biases and temperatures for H1RG-20303.

Bias = 50 mV 150 mV 250 mV 350 mV

Temperature

Median dark current (e−∕s)

Median well depth (ke−, mV)

23 K 7 16 263 790

20, 75 41, 176 62, 274 66, 306

24 K 13 29 272 804

20, 74 40, 175 62, 273 67, 308

25 K 29 53 301 858

20, 73 40, 174 62, 272 67, 311

26 K 69 104 373 943

20, 72 40, 173 61, 270 68, 314

27 K 179 205 478 1080

19, 69 39, 169 61, 267 68, 313

28 K 350 427 649 1307

18, 65 38, 165 59, 261 67, 310

29 K 646 837 1107 1712

16, 60 37, 159 57, 253 66, 305

30 K 1275 1848 2135 2606

14, 53 35, 150 55, 240 63, 292
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observed as in the fit to the individual pixel in Fig. 6. The indi-
vidual I-V curves for the 36 pixels are added to show the uni-
formity of band-to-band tunneling. The same general behavior
was observed among many of the individual operable pixels that
were analyzed, where at the larger biases and temperature of
23 K, band-to-band tunneling is the main dark current mecha-
nism present. At lower biases band-to-band tunneling decreases
significantly, and the current in the dark is affected by a combi-
nation of G-R, trap-to-band tunneling, and the leak in the test
dewar. At the higher temperatures of the available warm-up data,
G-R is the main source of dark current. Higher temperature
warm-up data are needed to better characterize diffusion current.

It is also important to note that the light leak and trap-to-band
tunneling that were fitted here may not have a unique solution.
The initial guess given to the least squares optimizing function
will result in different fitted parameters that fit the data well.
Regardless of the fitted parameters for these two components,
there is a dark current component that is bias dependent, which
can be explained by trap-to-band in both cases (the single pixel
and the fit to the median of 36 pixels). The light leak would not
vary with bias to compensate for this bias-dependent behavior.
While G-R does have a small bias dependence, it is not enough
to compensate for the observed behavior.

There appears to be an increase in trap-to-band tunneling
among well-behaved pixels in this array over the LW13 devices.
All of the individual pixels that were studied showed a similar
trap-to-band tunneling dependence as the majority of the pixels

Fig. 4 Operability map for H1RG-20303 at a temperature of 23 K and
applied bias of 50 mV, where inoperable pixels are shown in black.
Operable pixels (87.3%) have dark currents below 200e−∕s and well
depths greater than 14 ke−.

Fig. 3 Current in the dark versus well depth distribution per pixel for H1RG-20303 at a temperature of
23 K and an applied bias of 50 mV. The vertical dashed line corresponds to well depth of ∼14 ke−. Note
that the well depth corresponds to the actual initial detector bias.
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shown here, but a more detailed study of the dark current is
needed to determine if this is an array-wide increase in trap-
to-band tunneling. Unlike band-to-band tunneling, not only
are there more parameters to fit for trap-to-band tunneling but
also the parameters for this mechanism must be optimized

simultaneously with the light leak (may not be uniform across
the array), which as was mentioned above can yield a nonunique
solution and in some cases the optimization of the parameters
will not converge. In addition, though the uniform trap density
model of trap-to-band tunneling [no modification to Eq. (8)] is

Fig. 5 Discharge history for pixel [527, 459] from H1RG-20303 at a temperature of 23 K and at applied
reverse bias of 50, 150, 250, and 350 mV in the dark. On the left y -axis scale we show the signal in
electrons, while the right y -scale axis shows the input referred signal in mV. The four different scales
on the right correspond to the different diode capacitance measured (from left to right) at 50, 150, 250,
and 350 mV of applied biases. The initial dark currents (and actual initial bias) for the four SUTR curves at
50, 150, 250, and 350 mV are 4 e−∕s (77 mV), 8 e−∕s (181 mV), 322e−∕s (282 mV), and 861e−∕s
(312 mV), respectively.

Fig. 6 (a) Dark current versus temperature with an applied bias of 150 mV for pixel [527, 459] in H1RG-
20303. (b) Dark current versus bias (at 23 K). The solid cyan circle data points are the initial dark current
and initial detector bias for dark SUTR curves taken with applied biases of 50, 150, 250, and 350 mV.
400-mV dark current and well depth data was taken for only 32 rows of pixels with an integration time of
167 ms, allowing us to measure dark currents at higher biases before large dark currents debiased the
pixels. The 167 ms data correspond to the open circle data to the right of the cyan data point at 311 mV.
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sufficient to fit the behavior of many of the individual plotted
pixels, a few of the pixels (one shown in Fig. 7) do appear to
show the soft breakdown that precedes the onset of trap-to-band
tunneling, which was seen in inoperable pixels in the LW13
devices and the LW10 devices studied by Wu and Bacon. To
model the soft breakdown, the addition of the parametric fit cor-
responding to a changing trap density [Eq. (10)] would increase
the total number of parameters to fit for trap-to-band tunneling
to five, making the optimization of the parameters more difficult.

Even with this apparent increase in trap-to-band tunneling,
the results obtained for this array are very encouraging as it
shows an improvement in the array design by TIS in increasing

the β parameter (see Ref. 19), and therefore reducing tunneling
currents. The extrapolated band-to-band tunneling current fitted
to H1RG-18509 (LW13 array designed to reduce tunneling cur-
rents) to a device with the same cutoff wavelength as H1RG-
20303 would be ∼5 × 105 e−∕s with an actual reverse bias of
350 mVat a temperature of 23 K, about two orders of magnitude
larger than what was measured for the pixel in Fig. 6.

7 Summary
Preliminary dark current analysis of H1RG-20303 shows the
successful improvement in array design by TIS to further reduce
tunneling currents, driven by the results from the LW13 phase
arrays. Up to a temperature of 25 K and an applied reverse bias
of 50 mV, ∼84.4% of the pixels have dark currents less than
200 e−∕s and well depths of at least 14 ke− (77.6% at 26 K),
where the percentage is expected to increase for arrays with the
target wavelength of 15 μm.

Future work will involve a more detailed I-T and I-V analy-
sis of an ensemble of pixels to better assess the uniformity or
lack thereof in the different dark current mechanisms for this
array. Two more LW15 arrays will also be characterized.
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Table 3 Optimized dark current parameters to model the dark current
behavior shown in Figs. 6 and 7.

Pixel [527, 459] Median of 36 pixels

β (eV
3∕2

V∕cm) 5.38 × 106 5.44 × 106

τh (s) 8.1 × 10−7 2 × 10−7

τGR (s) 1.1 × 10−5 4.7 × 10−5

Etgr (eV) 4.6 × 10−2 4.3 × 10−2

nt (m−3) 3 × 106 3.7 × 106

Et (eV) 6.9 × 10−2 6.8 × 10−2

Light leak ðe−∕sÞ 0.95 1.5

Fig. 7 (a) Median dark current versus temperature data for 36 operable pixels in H1RG-20303. The
median detector bias of 179 mV, corresponding to the 23-K stable data point, was used to fit the dark
current models. The error bars on the median stable temperature data correspond to � one standard
deviation of the mean in the dark current values for the pixels. (b) Individual dark current versus bias
curves for the same 36 pixels obtained from the 250, 350, and 400 mV SUTR curves taken to measure
dark current and well depth for this array at a temperature of 23 K. In addition to the individual I-V curves,
the median initial dark current and well depth of SUTR curves at 150, 250, and 350 mV were added,
where the error bars correspond to � one standard deviation of the mean in the measurements for the
pixels. The shaded region in (b) corresponds to the band-to-band tunneling calculated from the β value�
two standard deviations from the mean, while the single band-to-band tunneling curve corresponds to
that of the mean β value of the 36 pixels.
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